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Ifd. Nr. Prafverfahren Norm Jahr Beschreibung Freigegeben und Verifiziert am durch
Angewendet ab

1 ASTM D 4169 2016 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-01: 04.12.2018 04.12.2018|Jostmann
2 ASTM D 4169 2014 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-01: 04.12.2014 04.12.2014 [Jostmann
3 ASTM D 4169 2009 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-01:30.12.2011 30.12.2011 [Jostmann
4 ASTM D 4169 2022 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-01:23.12.2021 23.12.2021|Jostmann
5 ASTM D 4728 2017 Standard Test Method for Random Vibration Testing of Shipping Containers SOP-01:11.12.2017 11.12.2017 [Jostmann
6 ASTM D 4728 2006 (2012)|Standard Test Method for Random Vibration Testing of Shipping Containers SOP-01:30.12.2011 30.12.2011Jostmann
7 ASTM D 4728 2001 Standard Test Method for Random Vibration Testing of Shipping Containers SOP-01:30.12.2011 30.12.2011[Jostmann
8 DIN EN 60068-2-64 2020 Umgebungseinfliisse - Teil 2-64: Priifverfahren - Priifung Fh: Schwingen, Breitbandrauschen (digital geregelt) und Leitfaden SOP-01:17.11.2020 17.11.2020|Jostmann
9 DIN EN 60068-2-64 2009 Umgebungseinflisse - Teil 2-64: Prifverfahren - Priifung Fh: Schwingen, Breitbandrauschen (digital geregelt) und Leitfaden SOP-01:30.12.2011 30.12.2011 [Jostmann
10 DIN EN 60068-2-64 1995 Umgebungseinflisse - Teil 2-64: Prifverfahren - Priifung Fh: Schwingen, Breitbandrauschen (digital geregelt) und Leitfaden SOP-01:30.12.2011 30.12.2011[Jostmann
11 DIN EN 1SO 13355 2017 Verpackung - Versandfertige Packstiicke und Ladeeinheiten - Schwingpriifung mit vertikaler rauschformiger Anregung SOP-01:30.12.2017 30.12.2017|Jostmann
12 ISTA 1C 2001 Extended Testing for Individual Packaged-Products weighing 150 Ib (68 kg) or Less SOP-01:30.12.2011 30.12.2011 [Jostmann
13 N " ISTA1D 2001 Extended Testing for Individual Packaged-Products weighing Over 150 Ib (68 kg SOP-01:30.12.2011 30.12.2011|Jostmann
14 Schwingprifung Rauschen ISTA 1€ 2005 |Unitized Loads SOP-01:30.12.2011 30.12.2011 [Jostmann
15 (elektrodynamisch) ISTA 1G 2001 |Packaged-Products weighing 150 Ib (68 kg) or Less (Random Vibration) SOP-01:30.12.2011 30.12.2011[Jostmann
16 ISTA 1H 2001 Packaged-Products weighing Over 150 Ib (68 kg) (Random Vibration) SOP-01:30.12.2011 30.12.2011|Jostmann
17 ISTA 2A 2011 Packaged-Products weighing 150 Ib (68 kg) or Less SOP-01:30.12.2011 30.12.2011 [Jostmann
18 ISTA 2B 2011  |Packaged-Products weighing over 150 Ib (68 kg) SOP-01:30.12.2011 30.12.2011Jostmann
19 ISTA 2C 2011 Furniture Packages SOP-01:30.12.2011 30.12.2011 [Jostmann
20 ISTA 3A 2008 Packaged-Products for Parcel Delivery System Shipments 70kg (150 Ib) or Less (standard, small, flat or elongated) SOP-01:30.12.2011 30.12.2011[Jostmann
21 ISTA 3B 2017 Packaged-Products for Less-Than-Truckload (LTL) Shipment SOP-01:30.12.2017 11.12.2017[Jostmann
22 ISTA 3B 2013 Packaged-Products for Less-Than-Truckload (LTL) Shipment SOP-01:30.12.2013 15.11.2013|Jostmann
23 ISTA 3E 2009 __|Unitized Loads of Same Product SOP-01:30.12.2011 30.12.2011[Jostmann
24 ISTA 3F 2017 Packaged Products for Distribution Center to Retail Outlet Shipment 100 Ib (45 kg SOP-01:11.12.2017 11.12.2017 [Jostmann
25 ISTA 3F 2008 Packaged Products for Distribution Center to Retail Outlet Shipment 100 Ib (45 kg SOP-01:30.12.2011 30.12.2011|Jostmann
26 ISTA 3H 2011 Performance Test for Products or Packaged-Products in Mechanically Handled Bulk Transport Containers SOP-01: 30.12.2011 30.12.2011|Jostmann
27 ISTA 3K 2011 Fast Moving Consumer Goods for the European Retail Supply Chain SOP-01:30.12.2011 30.12.2011[Jostmann
28 ASTM D 4169 2016 Standard Practice for Performance Testing of Shipping Containers and Systems SOP- 02: 04.12.2018 04.12.2018[Jostmann
29 ASTM D 4169 2014 Standard Practice for Performance Testing of Shipping Containers and Systems SOP- 02: 04.12.2014 04.12.2014|Jostmann
30 ASTM D 4169 2009 Standard Practice for Performance Testing of Shipping Containers and Systems SOP- 02:30.12.2011 30.12.2011Jostmann
31 ASTM D 4169 2022 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-02:23.12.2021 23.12.2021[Jostmann
32 ASTM D 999 2008 Standard Test Methods for Vibration Testing of Shipping Containers SOP-02:30.12.2011 30.12.2011 |Jostmann
33 ASTM D 999 2015 Standard Test Methods for Vibration Testing of Shipping Containers SOP-02: 30.12.2015 06.12.2015|Jostmann
34 DIN EN 60068-2-6 2008 Umgebungseinflusse - Teil 2-6: Priifverfahren - Priifung Fc: Schwingen (sinusférmig) SOP-02:30.12.2011 30.12.2011 |Jostmann
35 DIN EN 60068-2-6 1996 Umgebungseinfliisse - Teil 2-6: Priifverfahren - Priifung Fc: Schwingen (sinusférmig) SOP-02: 30.12.2011 30.12.2011|Jostmann
36 DIN EN I1SO 2247 2002 Verpackung - Versandfertige Packstiicke und Ladeeinheiten - Schwingprifung mit niedriger Festfrequenz SOP-02:30.12.2011 30.12.2011 |Jostmann
37 Schwingpriifung Sinus (elektrodynamisch) DIN EN I1SO 8318 2002 Verpackung - Versandfertige Packstiicke und Ladeeinheiten - Schwingpriifung mit variabler sinusférmiger Frequenz SOP-02: 30.12.2011 30.12.2011|Jostmann
38 ISTA 1A 2001 Packaged-Products weighing 150 Ib (68 kg) or Less SOP-02:30.12.2011 30.12.2011 |Jostmann
39 ISTA1B 2001 Packaged-Products weighing Over 150 Ib (68 kg) SOP-02:30.12.2011 30.12.2011|Jostmann
40 ISTA 1C 2001 Extended Testing for Individual Packaged-Products weighing 150 Ib (68 kg) or Less SOP-02:30.12.2011 30.12.2011 |Jostmann
41 ISTA 1D 2001 Extended Testing for Individual Packaged-Products weighing Over 150 Ib (68 kg) SOP-02:30.12.2011 30.12.2011|Jostmann
42 ISTA 1E 2005 Unitized Loads SOP-02:30.12.2011 30.12.2011Jostmann
43 ISTA 2A 2011 Packaged-Products weighing 150 Ib (68 kg) or Less SOP-02:30.12.2011 30.12.2011|Jostmann
44 ISTA 2B 2011 Packaged-Products weighing over 150 Ib (68 kg) SOP-02:30.12.2011 30.12.2011|Jostmann
45 ISTA 3H 2011 Performance Test for Products or Packaged-Products in Mechanically Handled Bulk Transport Containers SOP- 02:30.12.2011 30.12.2011[Jostmann
46 DIN EN 60068-2-27 2010 Umgebungseinflisse - Teil 2-27: Prifverfahren - Prifung Ea und Leitfaden: Schocken SOP-03:30.12.2011 30.12.2011Jostmann
47 DIN EN 60068-2-27 1995 Umgebungseinfliisse - Teil 2-27: Priifverfahren - Priifung Ea und Leitfaden: Schocken SOP- 03:30.12.2011 30.12.2011Jostmann
48
49
50 Schocken mit der Schwingpriifanlage
51 (elektrodynamisch)
52
53
54
55
56 ASTM D 4169 2016 Standard Practice for Performance Testing of Shipping Containers and Systems SOP- 04: 04.12.2018 04.12.2018[Jostmann
57 ASTM D 4169 2014 Standard Practice for Performance Testing of Shipping Containers and Systems SOP- 04: 04.12.2014 04.12.2014 [Jostmann
58 ASTM D 4169 2009 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-04:30.12.2011 30.12.2011 [Jostmann
59 ASTM D 4169 2022 Standard Practice for Performance Testing of Shipping Containers and Systems SOP- 04: 23.12.2021 23.12.2021|Jostmann
60 ASTM D 5487 2016 Standard Test Method for Simulated Drop of Loaded Containers by Shock Machines SOP- 04: 30.12.2016 30.12.2016 [Jostmann
61 ASTM D 3332 2016 Standard Test Methods for Mechanical-Shock Fragility of Products, Using Shock Machines SOP- 04: 30.12.2016 30.12.2016[Jostmann
62 DIN EN 60068-2-27 2010 Umgebungseinflisse - Teil 2-27: Prifverfahren - Priifung Ea und Leitfaden: Schocken SOP-04:30.12.2011 30.12.2011[Jostmann




63 DIN EN 60068-2-27 1995 Umgebungseinfliisse - Teil 2-27: Priifverfahren - Priifung Ea und Leitfaden: Schocken SOP- 04:30.12.2011 30.12.2011Jostmann
64 DIN EN 22206 1993 Verpackung; Versandfertige Packstiicke; Bezeichnung von Fléchen, Kanten und Ecken fiir die Priifung SOP-04:30.12.2011 30.12.2011 [Jostmann
65 ISTA1A 2001 _|Packaged-Products weighing 150 Ib (68 kg) or Less SOP-04:30.12.2011 30.12.2011Jostmann
66 ISTA 1B 2001 Packaged-Products weighing Over 150 Ib (68 kg) SOP- 04: 30.12.2011 30.12.2011 [Jostmann
67 Schockpriifung ISTA1C 2001 Extended Testing for Individual Packaged-Products weighing 150 Ib (68 kg) or Less SOP- 04:30.12.2011 30.12.2011Jostmann
68 ISTA 1D 2001 Extended Testing for Individual Packaged-Products weighing Over 150 Ib (68 kg) SOP-04: 30.12.2011 30.12.2011|Jostmann
69 ISTA 1G 2001 Packaged-Products weighing 150 Ib (68 kg) or Less (Random Vibration) SOP-04:30.12.2011 30.12.2011Jostmann
70 ISTA 1H 2001 Packaged-Products weighing Over 150 Ib (68 kg) (Random Vibration) SOP-04:30.12.2011 30.12.2011[Jostmann
71 ISTA 2A 2011 Packaged-Products weighing 150 Ib (68 kg) or Less SOP-04:30.12.2011 30.12.2011Jostmann
72 ISTA 2B 2011 Packaged-Products weighing over 150 Ib (68 kg) SOP-04:30.12.2011 30.12.2011|Jostmann
73 ISTA 2C 2011 Furniture Packages SOP-04:30.12.2011 30.12.2011Jostmann
74 ISTA 3A 2008 Packaged-Products for Parcel Delivery System Shipments 70kg (150 Ib) or Less (standard, small, flat or elongated) SOP-04:30.12.2011 30.12.2011[Jostmann
75 ISTA 3B 2013 Packaged-Products for Less-Than-Truckload (LTL) Shipment SOP-04:30.12.2013 30.12.2013 |Jostmann
76 ISTA 3B 2017 Packaged-Products for Less-Than-Truckload (LTL) Shipment SOP- 04:30.12.2017 30.12.2017 [Jostmann
77

78 ASTM D 4169 2016 Standard Practice for Performance Testing of Shipping Containers and Systems SOP- 05: 04.12.2018 04.12.2018[Jostmann
79 ASTM D 4169 2014 Standard Practice for Performance Testing of Shipping Containers and Systems SOP- 05: 04.12.2014 04.12.2014|Jostmann
80 ASTM D 4169 2009 Standard Practice for Performance Testing of Shipping Containers and Systems SOP- 05:30.12.2011 30.12.2011Jostmann
81 ASTM D 4169 2022 Standard Practice for Performance Testing of Shipping Containers and Systems SOP- 05: 23.12.2021 23.12.2021[Jostmann
82 ASTM D 642 2020 Standard Test Method for Determining Compressive Resistance of Shipping Containers, Components, and Unit Loads SOP- 05: 23.10.2020 23.10.2020[Jostmann
83 ASTM D 642 2015 Standard Test Method for Determining Compressive Resistance of Shipping Containers, Components, and Unit Loads SOP- 05: 25.06.2015 25.06.2015 [Jostmann
84 DIN EN 1SO 2234 2002 Verpackung - Versandfertige Packstiicke und Ladeeinheiten - Stapelpriifung unter statischer Last SOP- 05: 25.06.2012 25.06.2012[Jostmann
85 DIN EN 1SO 12048 2001 Verpackung - Versandfertige Packstiicke - Kompressions- und Stapelpriifung unter Verwendung einer Kompressionspriifmaschine SOP- 05: 25.06.2012 25.06.2012 [Jostmann
86 DIN 55440-1 1991 Packmittelpriifung; Stauchpriifung; Priifung mit konstanter Vorschubgeschwindigkeit SOP- 05: 25.06.2012 25.06.2012[Jostmann
87 DIN 55440-1 2019 Packmittelprifung; Stauchpriifung; Priifung mit konstanter Vorschubgeschwindigkeit SOP- 05: 25.10.2019 25.10.2019 [Jostmann
38 Stapelpriifung DIN EN 1SO 8611-1 2012 Paletten fiir den Gutertransport - Flachpaletten - Teil 1: Priifverfahren SOP- 05: 25.06.2012 25.06.2012 [Jostmann
89 DIN EN I1SO 8611-2 2012 Paletten fiir den Giitertransport - Flachpaletten - Teil 2: Leistungsanforderungen und Auswahl von Priifungen SOP- 05: 25.06.2012 25.06.2012 [Jostmann
90 DIN EN 1SO 8611-3 2012 Paletten fiir den Gutertransport - Flachpaletten - Teil 3: Maximale Nutzlasten SOP- 05: 25.06.2012 25.06.2012[Jostmann
91 ISTA 1C 2001 Extended Testing for Individual Packaged-Products weighing 150 Ib (68 kg) or Less SOP- 05: 25.06.2012 25.06.2012 [Jostmann
92 ISTA 1D 2001 Extended Testing for Individual Packaged-Products weighing Over 150 Ib (68 kg) SOP- 05: 25.06.2012 25.06.2012|Jostmann
93 ISTA 2B 2011 Packaged-Products weighing over 150 Ib (68 kg) SOP- 05: 25.06.2012 25.06.2012|Jostmann
94 ISTA 3E 2009 Unitized Loads of Same Product SOP- 05: 25.06.2012 25.06.2012[Jostmann
95 ISTA 3F 2017 Packaged Products for Distribution Center to Retail Outlet Shipment 100 Ib (45 kg SOP-05:11.12.2017 11.12.2017 [Jostmann
96 ISTA 3F 2008 Packaged Products for Distribution Center to Retail Outlet Shipment 100 Ib (45 kg SOP- 05: 25.06.2012 25.06.2012 |Jostmann
97 ISTA 3H 2011 Performance Test for Products or Packaged-Products in Mechanically Handled Bulk Transport Containers SOP- 05: 25.06.2012 25.06.2012 [Jostmann
98 ASTM D 4169 2016 Standard Practice for Performance Testing of Shipping Containers and Systems SOP- 06: 04.12.2018 04.12.2018[Jostmann
99 ASTM D 4169 2014 Standard Practice for Performance Testing of Shipping Containers and Systems SOP- 06: 04.12.2014 04.12.2014 [Jostmann
100 ASTM D 4169 2009 Standard Practice for Performance Testing of Shipping Containers and Systems SOP- 06: 30.12.2011 30.12.2011[Jostmann
101 ASTM D 4169 2022 Standard Practice for Performance Testing of Shipping Containers and Systems SOP- 06: 23.12.2021 23.12.2021|Jostmann
102 ASTM D 642 2020 Standard Test Method for Determining Compressive Resistance of Shipping Containers, Components, and Unit Loads SOP- 06: 23.10.2020 23.10.2020Jostmann
103 ASTM D 642 2015 Standard Test Method for Determining Compressive Resistance of Shipping Containers, Components, and Unit Loads SOP- 06: 25.06.2015 25.06.2015 [Jostmann
104 DIN EN 1SO 12048 2001 Verpackung - Versandfertige Packstiicke - Kompressions- und Stapelpriifung unter Verwendung einer Kompressionspriifmaschine SOP- 06: 25.06.2012 25.06.2012 [Jostmann
105 DIN 55440-1 1991 Packmittelpriifung; Stauchpriifung; Priifung mit konstanter Vorschubgeschwindigkeit SOP- 06: 25.06.2012 25.06.2012[Jostmann
106 DIN EN I1SO 8611-1 2012 Paletten fiir den Giitertransport - Flachpaletten - Teil 1: Priifverfahren SOP- 06: 25.06.2012 25.06.2012 [Jostmann
107 Stauchpriifung DIN EN 1SO 8611-2 2012 Paletten fiir den Gutertransport - Flachpaletten - Teil 2: Leistungsanforderungen und Auswahl von Priifungen SOP- 06: 25.06.2012 25.06.2012[Jostmann
108 DIN EN I1SO 8611-3 2012 Paletten fiir den Giitertransport - Flachpaletten - Teil 3: Maximale Nutzlasten SOP- 06: 25.06.2012 25.06.2012 [Jostmann
109 ISTA1C 2001 Extended Testing for Individual Packaged-Products weighing 150 Ib (68 kg) or Less SOP- 06: 25.06.2012 25.06.2012[Jostmann
110 ISTA 1D 2001 Extended Testing for Individual Packaged-Products weighing Over 150 Ib (68 kg) SOP- 06: 25.06.2012 25.06.2012 [Jostmann
111 ISTA 2A 2011 Packaged-Products weighing 150 Ib (68 kg) or Less SOP- 06: 25.06.2012 25.06.2012|Jostmann
112 ISTA 2B 2011 Packaged-Products weighing over 150 Ib (68 kg) SOP- 06: 25.06.2012 25.06.2012|Jostmann
113 ISTA 3E 2009 Unitized Loads of Same Product SOP- 06: 25.06.2012 25.06.2012[Jostmann
114 ISTA 3F 2017 Packaged Products for Distribution Center to Retail Outlet Shipment 100 Ib (45 kg SOP-06: 11.12.2017 11.12.2017 [Jostmann
115 ISTA 3F 2008 Packaged Products for Distribution Center to Retail Outlet Shipment 100 Ib (45 kg SOP- 06: 25.06.2012 25.06.2012 |Jostmann
116 ISTA 3H 2011 Performance Test for Products or Packaged-Products in Mechanically Handled Bulk Transport Containers SOP- 06: 25.06.2012 25.06.2012 [Jostmann
117 ASTM D 4169 2016 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-07: 04.12.2018 04.12.2018[Jostmann
118 ASTM D 4169 2014 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-07: 04.12.2014 04.12.2014 [Jostmann
119 ASTM D 4169 2009 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-07:30.12.2011 30.12.2011 [Jostmann
120 ASTM D 4169 2022 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-07:23.12.2021 23.12.2021|Jostmann
121 ASTM D 5277 2015 Standard Test Method for Performing Programmed Horizontal Impacts Using an Inclined Impact Tester SOP-07: 22.08.2012 22.08.2012 [Jostmann
122 ASTM D 880 2015 Standard Test Method for Impact Testing for Shipping Containers and Systems SOP-07:22.08.2012 22.08.2012Jostmann
123 DIN EN I1SO 2244 2002 Verpackung - Versandfertige Packstiicke und Ladeeinheiten - Horizontale StoBpriifung SOP-07: 22.08.2012 22.08.2012 [Jostmann
124 DIN EN 1SO 8611-1 2012 Paletten fiir den Gutertransport - Flachpaletten - Teil 1: Priifverfahren SOP-07:22.08.2012 22.08.2012Jostmann
125 DIN EN I1SO 8611-2 2012 Paletten fiir den Giitertransport - Flachpaletten - Teil 2: Leistungsanforderungen und Auswahl von Priifungen SOP-07: 22.08.2012 22.08.2012 [Jostmann
126 DIN EN 1SO 8611-3 2012 Paletten fiir den Gutertransport - Flachpaletten - Teil 3: Maximale Nutzlasten SOP-07:22.08.2012 22.08.2012Jostmann
127 ISTA 1A 2001 Packaged-Products weighing 150 Ib (68 kg) or Less SOP-07:22.08.2012 22.08.2012 |Jostmann
128 ISTA1B 2001 Packaged-Products weighing Over 150 Ib (68 kg) SOP-07: 22.08.2012 22.08.2012|Jostmann
129 ISTA 1C 2001 Extended Testing for Individual Packaged-Products weighing 150 Ib (68 kg) or Less SOP-07: 22.08.2012 22.08.2012 [Jostmann
130 StoRpriifung auf der schiefen Ebene ISTA 1D 2001  |Extended Testing for Individual Packaged-Products weighing Over 150 Ib (68 kg) SOP- 07: 22.08.2012 22.08.2012 [Jostmann
131 ISTA 1E 2005 Unitized Loads SOP-07:22.08.2012 22.08.2012[Jostmann
132 ISTA 1G 2001 Packaged-Products weighing 150 Ib (68 kg) or Less (Random Vibration) SOP-07: 22.08.2012 22.08.2012|Jostmann
133 ISTA 1H 2001 Packaged-Products weighing Over 150 Ib (68 kg) (Random Vibration) SOP-07: 22.08.2012 22.08.2012 [Jostmann




134 ISTA 2A 2011 Packaged-Products weighing 150 Ib (68 kg) or Less SOP-07: 22.08.2012 22.08.2012|Jostmann
135 ISTA 2B 2011 Packaged-Products weighing over 150 Ib (68 kg) SOP-07: 22.08.2012 22.08.2012|Jostmann
136 ISTA 2C 2011 Furniture Packages SOP- 07:22.08.2012 22.08.2012|Jostmann
137 ISTA 3B 2017 Packaged-Products for Less-Than-Truckload (LTL) Shipment SOP-07:30.12.2017 30.12.2017 [Jostmann
138 ISTA 3B 2013 Packaged-Products for Less-Than-Truckload (LTL) Shipment SOP-07:30.12.2013 30.12.2013 |Jostmann
139 ISTA 3E 2009 Unitized Loads of Same Product SOP-07: 22.08.2012 22.08.2012|Jostmann
140 ISTA 3H 2011 Performance Test for Products or Packaged-Products in Mechanically Handled Bulk Transport Containers SOP-07: 22.08.2012 22.08.2012|Jostmann
141 ISTA 3K 2011 Fast Moving Consumer Goods for the European Retail Supply Chain SOP- 07: 22.08.2012 22.08.2012[Jostmann
142 ASTM D 4169 2016 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-08:04.12.2018 04.12.2018|Jostmann
143 ASTM D 4169 2014 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-08: 04.12.2014 04.12.2014[Jostmann
144 ASTM D 4169 2009 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-08:30.12.2011 30.12.2011|Jostmann
145 ASTM D 4169 2022 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-08: 23.12.2021 23.12.2021|Jostmann
146 ASTM D 5276 2019 Standard Test Method for Drop Test of Loaded Containers by Free Fall SOP- 08: 25.10.2019 25.10.2019 |Jostmann
147 ASTM D 5276 1998 (2009) | Standard Test Method for Drop Test of Loaded Containers by Free Fall SOP-08:30.11.2011 30.11.2011|Jostmann
148 DIN EN 22248 1993 Verpackung; Versandfertige Packstiicke; Vertikale StoBpriifung SOP-08:30.11.2011 30.11.2011 [Jostmann
149 DIN EN 22206 1993 Verpackung; Versandfertige Packstiicke; Bezeichnung von Flachen, Kanten und Ecken fiir die Prifung SOP-08:30.11.2011 30.11.2011|Jostmann
150 DIN EN 60068-2-32 1995 Environmental testing Part 2: Tests - Test ed: Free fal SOP- 08:30.11.2011 30.11.2011[Jostmann
151 DIN EN 1SO 8611-1 2012 Paletten flr den Gitertransport - Flachpaletten - Teil 1: Priifverfahren SOP-08:30.11.2011 30.11.2011}Jostmann
152 DIN EN I1SO 8611-2 2012 Paletten fiir den Giitertransport - Flachpaletten - Teil 2: Leistungsanforderungen und Auswahl von Priifungen SOP-08:30.11.2011 30.11.2011[Jostmann
153 DIN EN 1SO 8611-3 2012 Paletten fiir den Gutertransport - Flachpaletten - Teil 3: Maximale Nutzlasten SOP- 08:30.11.2011 30.11.2011Jostmann
154 Vertikale StoRprafung (freier Fall) ISTA1A 2001 Packaged-Products weighing 150 Ib (68 kg) or Less SOP-08:30.11.2011 30.11.2011|Jostmann
155 ISTA 1B 2001 Packaged-Products weighing Over 150 Ib (68 kg) SOP-08:30.11.2011 30.11.2011Jostmann
156 ISTA 1C 2001 Extended Testing for Individual Packaged-Products weighing 150 Ib (68 kg) or Less SOP-08:30.11.2011 30.11.2011|Jostmann
157 ISTA 1D 2001 Extended Testing for Individual Packaged-Products weighing Over 150 Ib (68 kg) SOP-08:30.11.2011 30.11.2011 |Jostmann
158 ISTA 1G 2001 Packaged-Products weighing 150 Ib (68 kg) or Less (Random Vibration) SOP-08:30.11.2011 30.11.2011[Jostmann
159 ISTA 1H 2001 Packaged-Products weighing Over 150 Ib (68 kg) (Random Vibration) SOP-08:30.11.2011 30.11.2011|Jostmann
160 ISTA 2A 2011 Packaged-Products weighing 150 Ib (68 kg) or Less SOP-08:30.11.2011 30.11.2011|Jostmann
161 ISTA 2B 2011 Packaged-Products weighing over 150 Ib (68 kg) SOP-08:30.11.2011 30.11.2011|Jostmann
162 ISTA 2C 2011 Furniture Packages SOP-08:30.11.2011 30.11.2011Jostmann
163 ISTA 3B 2017 Packaged-Products for Less-Than-Truckload (LTL) Shipment SOP-08:30.12.2017 30.12.2017|Jostmann
164 ISTA 3B 2013 Packaged-Products for Less-Than-Truckload (LTL) Shipment SOP- 08:30.12.2013 30.12.2013 [Jostmann
165 ISTA 3F 2008 Packaged Products for Distribution Center to Retail Outlet Shipment 100 Ib (45 kg) SOP-08:30.11.2011 30.11.2011|Jostmann
166 ISTA 3K 2011 Fast Moving Consumer Goods for the European Retail Supply Chain SOP- 08:30.11.2011 30.11.2011[Jostmann
167 ASTM D 4169 2016 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-09: 04.12.2018 04.12.2018|Jostmann
168 ASTM D 4169 2014 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-09: 04.12.2014 04.12.2014[Jostmann
169 ASTM D 4169 2009 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-09: 30.12.2011 30.12.2011|Jostmann
170 ASTM D 4169 2022 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-09: 23.12.2021 23.12.2021|Jostmann
171 ASTM D 4332 2014 Standard Practice for Conditioning Containers, Packages, or Packaging Components for Testing SOP- 09: 25.12.2014 25.12.2014[Jostmann
171 ASTM D 4332 2022 Standard Practice for Conditioning Containers, Packages, or Packaging Components for Testing SOP- 09: 25.12.2022 25.12.2022|Jostmann
172 DIN EN I1SO 2233 2001 Verpackung - Versandfertige Packstiicke und Ladeeinheiten - Klimatische Vorbehandlung fiir die Priifung SOP- 09: 25.06.2012 25.06.2012 [Jostmann
173 DIN EN 60068-2-1 2008 Umgebungseinfliisse - Teil 2-1: Priifverfahren - Priifung A: Kélte SOP- 09: 25.06.2012 25.06.2012[Jostmann
174 Kiimatische Vorbehandiung DIN EN 60068-2-2 2008 Umgebungse?nfl{lsse - Te?l 2-2: Prufverfahren - Pruf.ung B: Trockene Wérfne ] SOP- 09: 25.06.2012 25.06.2012 [Jostmann
175 DIN EN 60068-2-30 2006 Umgebungseinfliisse - Teil 2-30: Priifverfahren - Priifung Db: Feuchte Warme, zyklisch (12 + 12 Stunden) SOP- 09: 25.06.2012 25.06.2012 |Jostmann
176 DIN EN 60068-2-78 2002 Umweltpriifungen - Teil 2-78: Priifungen; Priifung Cab: Feuchte Warme, konstant SOP- 09: 25.06.2012 25.06.2012 [Jostmann
177 ISTA 2A 2011 Packaged-Products weighing 150 Ib (68 kg) or Less SOP- 09: 25.06.2012 25.06.2012|Jostmann
178 ISTA 2B 2011 Packaged-Products weighing over 150 Ib (68 kg) SOP- 09: 25.06.2012 25.06.2012 |Jostmann
179 ISTA 2C 2011 Furniture Packages SOP- 09: 25.06.2012 25.06.2012 |Jostmann
180 ISTA 3A 2008 Packaged-Products for Parcel Delivery System Shipments 70kg (150 Ib) or Less (standard, small, flat or elongated) SOP- 09: 25.06.2012 25.06.2012 [Jostmann
181 ISTA 3B 2017 Packaged-Products for Less-Than-Truckload (LTL) Shipment SOP-09:30.12.2017 30.12.2017|Jostmann
182 ISTA 3B 2013 Packaged-Products for Less-Than-Truckload (LTL) Shipment SOP-09: 30.12.2013 30.12.2013 [Jostmann
183 ISTA 3E 2009 Unitized Loads of Same Product SOP- 09: 25.06.2012 25.06.2012|Jostmann
184 ASTM D 4169 2016 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-10: 04.12.2018 04.12.2018 [Jostmann
185 ASTM D 4169 2014 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-10: 04.12.2014 04.12.2014|Jostmann
186 ASTM D 4169 2009 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-10:30.12.2011 30.12.2011 |Jostmann
187 ASTM D 4169 2022 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-10: 23.12.2021 23.12.2021|Jostmann
188 ASTM D 999 2015 Standard Test Methods for Vibration Testing of Shipping Containers SOP- 10: 22.08.2015 22.08.2015[Jostmann
189 DIN EN 60068-2-6 2008 Umgebungseinflusse - Teil 2-6: Prifverfahren - Prafung Fc: Schwingen (sinusformig) SOP- 10: 22.08.2012 22.08.2012]Jostmann
| 190 | DIN EN 60068-2-6 1996 |Umgebungseinflisse - Teil 2-6: Priifverfahren - Priifung Fc: Schwingen (sinusférmig) SOP- 10: 22.08.2012 22.08.2012 [Jostmann
191 DIN EN ISO 2247 2002 Verpackung - Versandfertige Packstiicke und Ladeeinheiten - Schwingpriifung mit niedriger Festfrequenz SOP-10: 22.08.2012 22.08.2012|Jostmann
192 Schwingpriifung Sinus (Hydraulisch geregelt) DIN EN ISO 8318 2002 Verpackung - Versandfertige Packstiicke und Ladeeinheiten - Schwingpriifung mit variabler sinusférmiger Frequenz SOP- 10: 22.08.2012 22.08.2012|Jostmann
193 ISTA1A 2001 Packaged-Products weighing 150 Ib (68 kg) or Less SOP-10: 22.08.2012 22.08.2012|Jostmann
194 ISTA1B 2001 Packaged-Products weighing Over 150 Ib (68 kg) SOP- 10: 22.08.2012 22.08.2012|Jostmann
195 ISTA1C 2001 Extended Testing for Individual Packaged-Products weighing 150 Ib (68 kg) or Less SOP-10: 22.08.2012 22.08.2012|Jostmann
196 ISTA1D 2001 Extended Testing for Individual Packaged-Products weighing Over 150 Ib (68 kg) SOP-10:22.08.2012 22.08.2012Jostmann
197 ISTA 1E 2005 Unitized Loads SOP-10: 22.08.2012 22.08.2012[Jostmann
198 ISTA 2A 2011 Packaged-Products weighing 150 Ib (68 kg) or Less SOP-10: 22.08.2012 22.08.2012|Jostmann
199 ISTA 2B 2011 Packaged-Products weighing over 150 Ib (68 kg) SOP- 10: 22.08.2012 22.08.2012|Jostmann
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200 ISTA 3H 2011 Performance Test for Products or Packaged-Products in Mechanically Handled Bulk Transport Containers SOP-10: 22.08.2012 22.08.2012 [Jostmann
201 ASTM D 4169 2016 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-11:04.12.2018 04.12.2018|Jostmann
202 ASTM D 4169 2014 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-11: 04.12.2014 04.12.2014|Jostmann
203 ASTM D 4169 2009 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-11:30.12.2011 30.12.2011 |Jostmann
204 ASTM D 4169 2022 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-11: 23.12.2021 23.12.2021|Jostmann
205 ASTM D 4728 2017 Standard Test Method for Random Vibration Testing of Shipping Containers SOP-11:22.08.2012 11.12.2017|Jostmann
206 DIN EN 60068-2-64 2009 Umgebungseinflisse - Teil 2-64: Prifverfahren - Priifung Fh: Schwingen, Breitbandrauschen (digital geregelt) und Leitfaden SOP-11:22.08.2012 22.08.2012 [Jostmann
207 DIN EN 60068-2-64 1995 Umgebungseinfliisse - Teil 2-64: Priifverfahren - Priifung Fh: Schwingen, Breitbandrauschen (digital geregelt) und Leitfaden SOP-11:22.08.2012 22.08.2012Jostmann
208 DIN EN I1SO 13355 2003 Verpackung - Versandfertige Packstiicke und Ladeeinheiten - Schwingpriifung mit vertikaler rauschférmiger Anregung SOP-11:22.08.2012 22.08.2012 [Jostmann
209 ISTA1C 2001 Extended Testing for Individual Packaged-Products weighing 150 Ib (68 kg) or Less SOP-11:22.08.2012 22.08.2012Jostmann
210 ISTA 1D 2001 Extended Testing for Individual Packaged-Products weighing Over 150 Ib (68 kg) SOP-11:22.08.2012 22.08.2012 [Jostmann
211 ISTA 1E 2005 Unitized Loads SOP-11:22.08.2012 22.08.2012Jostmann
212 . " . ISTA 1G 2001 Packaged-Products weighing 150 Ib (68 kg) or Less (Random Vibration) SOP-11:22.08.2012 22.08.2012 [Jostmann
Schwingpriifung Rauschen (Hydraulisch —— - -
213 geregelt) ISTA 1H 2001 Packaged-Products weighing Over 150 Ib (68 kg) (Random Vibration) SOP-11:22.08.2012 22.08.2012|Jostmann
214 ISTA 2A 2011 Packaged-Products weighing 150 Ib (68 kg) or Less SOP-11: 22.08.2012 22.08.2012|Jostmann
215 ISTA 2B 2011 Packaged-Products weighing over 150 Ib (68 kg) SOP-11:22.08.2012 22.08.2012|Jostmann
216 ISTA 2C 2011 Furniture Packages SOP-11: 22.08.2012 22.08.2012|Jostmann
217 ISTA 3A 2008 Packaged-Products for Parcel Delivery System Shipments 70kg (150 Ib) or Less (standard, small, flat or elongated) SOP-11:22.08.2012 22.08.2012Jostmann
218 ISTA 3B 2017 Packaged-Products for Less-Than-Truckload (LTL) Shipment SOP-11:30.12.2017 30.12.2017 [Jostmann
219 ISTA 3B 2013 Packaged-Products for Less-Than-Truckload (LTL) Shipment SOP-11:30.12.2013 30.12.2013 |Jostmann
220 ISTA 3E 2009 Unitized Loads of Same Product SOP-11: 22.08.2012 22.08.2012|Jostmann
221 ISTA 3F 2017 Packaged Products for Distribution Center to Retail Outlet Shipment 100 Ib (45 kg SOP-11:11.12.2017 11.12.2017|Jostmann
222 ISTA 3F 2008 Packaged Products for Distribution Center to Retail Outlet Shipment 100 Ib (45 kg) SOP-11: 25.06.2012 25.06.2012|Jostmann
223 ISTA 3H 2011 Performance Test for Products or Packaged-Products in Mechanically Handled Bulk Transport Containers SOP-11:22.08.2012 22.08.2012|Jostmann
224 ISTA 3K 2011 Fast Moving Consumer Goods for the European Retail Supply Chain SOP- 11: 22.08.2012 22.08.2012[Jostmann
225 ASTM D 4169 2016 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-12:04.12.2018 04.12.2018|Jostmann
226 ASTM D 4169 2014 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-12:04.12.2014 04.12.2014[Jostmann
227 ASTM D 4169 2009 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-12:30.12.2011 30.12.2011|Jostmann
228 ASTM D 4169 2022 Standard Practice for Performance Testing of Shipping Containers and Systems SOP-12:23.12.2021 23.12.2021|Jostmann
229 ASTM D 6179 2020 Standard Test Methods for Rough Handling of Unitized Loads and Large Shipping Cases and Crates SOP-12:17.11.2020 17.11.2020(Jostmann
230 ASTM D 6179 1997 Standard Test Methods for Rough Handling of Unitized Loads and Large Shipping Cases and Crates SOP-12:25.10.2013 25.10.2013[Jostmann
231 DIN EN 14149 2003 Verpackung - Versandfertige Packstiicke und Ladeeinheiten - Vertikale StoRpriifung durch Kippen SOP-12:25.10.2013 25.10.2013 [Jostmann
232 DIN 1SO 10531 2000 Verpackung - Versandfertige Packstiicke - Festigkeitspriifung von Ladeeinheiten SOP-12:25.10.2013 25.10.2013[Jostmann
233 DIN EN 60068-2-31 2009 Umgebungseinflisse - Teil 2-31: Priifverfahren - Priifung Ec: Schocks durch raue Handhabung, vornehmlich fiir Gerate SOP-12:25.10.2013 25.10.2013 [Jostmann
234 ASTM D 6344 2017 Standard Test Method for Concentrated Impacts to Transport Packages SOP-12:25.10.2013 25.10.2013[Jostmann
235 DIN EN ISO 8611-1 2012 Paletten fiir den Gitertransport - Flachpaletten - Teil 1: Priifverfahren (ISO 8611-1:2011) | | | SOP-12:25.10.2013 25.10.2013|Jostmann
236 Festigkeitspriifung von Ladeeinheiten ISTA 18 2001 [Packaged-Products weighing Over 150 Ib (68 kg) SOP- 12: 25.10.2013 25.10.2013[Jostmann
237 (mechanisches Handling) ISTA1D 2001 Extended Testing for Individual Packaged-Products weighing Over 150 Ib (68 kg) SOP- 12: 25.10.2013 25.10.2013|Jostmann
238 ISTA 1E 2005 Unitized Loads SOP- 12: 25.10.2013 25.10.2013|Jostmann
239 ISTA 1H 2001 Packaged-Products weighing Over 150 Ib (68 kg) (Random Vibration) SOP-12:25.10.2013 25.10.2013 [Jostmann
240 ISTA 2B 2011 Packaged-Products weighing over 150 Ib (68 kg) SOP-12:25.10.2013 25.10.2013 |Jostmann
241 ISTA 2C 2011 Furniture Packages SOP-12:25.10.2013 25.10.2013|Jostmann
242 ISTA 3A 2008 Packaged-Products for Parcel Delivery System Shipments 70kg (150 Ib) or Less (standard, small, flat or elongated) SOP-12:25.10.2013 25.10.2013 |Jostmann
243 ISTA 3B 2013 Packaged-Products for Less-Than-Truckload (LTL) Shipment SOP-12: 25.10.2013 25.10.2013 [Jostmann
244 ISTA 3E 2009 Unitized Loads of Same Product SOP-12:25.10.2013 25.10.2013[Jostmann
245 ISTA 3H 2011 Performance Test for Products or Packaged-Products in Mechanically Handled Bulk Transport Containers SOP-12: 25.10.2013 25.10.2013 |Jostmann
246 DIN 55423-6 2014 Transportkette fur Fleisch und Fleischerzeugnisse — Teil 6: Palette aus Polyethylen, 800 mm x 1200 mm x 160 mm; Ausfiihrung, Anforderungen und Priifung SOP-12:25.10.2014 25.10.2014 |Jostmann
247 DIN EN 1SO 4180 2012 Verpackung - Versandfertige Packstiicke - Allgemeine Regeln fiir die Erstellung von Priifplanen SOP-12:25.10.2013 25.10.2013 [Jostmann
248 DIN EN 1SO 4180 2020 Verpackung - Versandfertige Packstlicke - Allgemeine Regeln fir die Erstellung von Prifplanen SOP-12:17.11.2020 17.11.2020|Jostmann
250 ASTM D 6653 2013 Standard Test Methods for Determining the Effects of High Altitude on Packaging Systems by Vacuum Method SOP- 13: 25.10.2013 25.10.2013[Jostmann
251 ASTM D 6653 2001 (2006) |Standard Test Methods for Determining the Effects of High Altitude on Packaging Systems by Vacuum Method SOP-13:25.10.2013 25.10.2013[Jostmann
252 DIN EN 60068-2-13 2000 Umweltprifungen - Teil 2: Prifungen; Prifgruppe M: Niedriger Luftdruck | SOP- 13: 25.10.2013 25.10.2013[Jostmann
253 DIN EN 1SO 2873 2002 Verpackung - Versandfertige Packstiicke und Ladeeinheiten - Unterdruckpriifung SOP- 13: 25.10.2013 25.10.2013}Jostmann
254 Unterdruckpriifung | |
255
256
257
258
259 ASTM D 3575 Suffix BB 2020 Standard Test Methods for Flexible Cellular Materials Made From Olefin Polymers SOP- 14: 25.10.2020 25.10.2020(Jostmann
260 ASTM D 3575 Suffix BB 2014 Standard Test Methods for Flexible Cellular Materials Made From Olefin Polymers SOP- 14: 25.10.2014 25.10.2014 |Jostmann
261 ASTM D 3575 Suffix BB 2008 Standard Test Methods for Flexible Cellular Materials Made From Olefin Polymers SOP- 14: 25.10.2013 25.10.2013 [Jostmann
262 ASTM D 3575 Suffix BB 1993 Standard Test Methods for Flexible Cellular Materials Made From Olefin Polymers SOP- 14: 25.10.2013 25.10.2013 | Jostmann
263 | |
264 Druck-Zeitstandversuch
265
266
267
268




270

271

272

273

274

275

276

277

278

279

280

Bubble Test

ASTM F 2096

2011

Standard Test Method for Detecting Gross Leaks in Medical Packaging by Internal Pressurization (Bubble Test)

SOP-15:12.06.2015

12.06.2015

Jostmann

ASTM F 1886

2009

Standard Test Method for Determining Integrity of Seals for Flexible Packaging by Visual Inspection

SOP-15:12.06.2015

12.06.2015

Jostmann

ASTM F 1929

2012

Standard Test Method for Detecting Seal Leaks in Porous Medical Packaging by Dye Penetration

SOP-15:12.06.2015

12.06.2015

Jostmann

281

282

283

284

285

286

287

288

289

290

Leak Test

ASTM D 3078

2002

Standard Test Method for Determination of Leaks in Flexible Packaging by Bubble Emission

SOP- 16: 12.11.2015

12.11.2015

Jostmann

291

292

293

294

295

296

297

298

299

300

Standard Test Method for Seal Strength of
Flexible Barrier Materials

ASTM F 88 / 88M

2009

Standard Test Method for Seal Strength of Flexible Barrier Materials

SOP-17:09.02.2017

09.02.2017

Jostmann

301

302

303

304

305

306

Neu aufgenommen Priifnormen

DIN EN I1SO 8611-2

2016

Paletten fir den Gutertransport - Flachpaletten - Teil 2: Leistungsanforderungen und Auswahl von Priifungen (ISO 8611-2:2011 + Amd 1:2016);

20.12.2016

20.12.2016

Jostmann

DIN EN ISO 8611-3

2012

Paletten fur den Gutertransport - Flachpaletten - Teil 3: Maximale Nutzlasten

20.12.2016

20.12.2016

Jostmann

DIN EN 1SO 4180

2012

Verpackung - Versandfertige Packstiicke - Allgemeine Regeln fiir die Erstellung von Prifplanen

23.12.2012

23.12.2012

Jostmann

DIN EN 24180-2 02.93

1993

Versandfertige Packsticke:
Allgemeine Regeln fir die Erstellung von Priifpldnen

23.12.2012

23.12.2012

Jostmann

DIN EN I1SO 3037

2013

Wellpappe - Bestimmung des Kantenstauchwiderstandes

20.11.2013

20.11.2013

Jostmann

ASTM D5265

2009

Verfahren fir die StoRpriifung von Briicken / Standard Test Method for Bridge Impact Testing

23.12.2012

23.12.2012

Jostmann

307

308

309

310

311

312

313

Neu aufgenommen Priifnormen

ISTA6

2016

Member Performance Test

04.02.2019

16.01.2019

Jostmann

ISTA 6 - Amazon.com - over boxing

2018

e-Commerce Fullfillment for Parcel Delivery Shipment

04.02.2019

16.01.2019

Jostmann

ISTA 6 - Amazon.com - SIOC

2018

Ships in Own Container (SIOC) for Amazon.com Distribution System Shipment

04.02.2019

16.01.2019

Jostmann

314

315

316

Neu aufgenommen Priifnormen

ASTM D7386

2016

Standard Practice for Performance Testing of Packages for Single Parcel Delivery Systems

13.03.2020

13.03.2020

Jostmann
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